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Wels, 7th of July 2016 

COMPATIBILITY OF FRONIUS INVERTERS WITH DATAMANAGER 2.0 
AND DEIF AUTOMATIC SUSTAINABLE CONTROLLER (ASC) 

Fronius International GmbH  

 
hereby states that the below listed inverters  
 

 Fronius SYMO 3.0-3-S to 4.5-3-S and 3.0-3-M to 8.2-3-M 

 Fronius SYMO 10.0-3-M to 20.0-3-M 

 Fronius SYMO 10.0-3-M to 24.0-3-M (UL-certified) 

 Fronius ECO 25.0-3-S to 27.0-3-S 

 Datamanager Box 2.0 

 Datamanager Card 2.0 (retrofit for above mentioned and IG Plus V series1) 

 
are compatible with the Automatic Sustainable Controller (ASC) by DEIF A/S. 
 
Warranties from Fronius will remain valid as long as the design rules for the PV system are obeyed.  
 
Fronius declines any responsibility for any direct or indirect damage, injury or losses, arising or resulting from 
any malfunction, misuse or defect, apart of the scope of our warranty terms and conditions. 
Explicitly Fronius declines any responsibility for damaged integral part of before mentioned, even if caused by 
Fronius.  
 
Fronius reserves the right, to resign this approval at any time, with immediate effect and without any 
information, for example if the technology or device shows disadvantageous effects for inverters or other parts 
of the system, or if new features interfere in any way. 
 
 
 
Fronius International GmbH 

Solar Energy Division 

Froniusplatz 1 

A-4600 Wels 

 

 

DI Thomas Mühlberger 

Head of Solution Management 

 
 
 

                                                      
1 Do note that the retrofit for IG Plus V series only applies to non UL-certified units. 


